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COMPENSATOR MODULE FOR A
TRANSCEIVER UNIT, RADIO SYSTEM AND
METHOD OF OPERATING THEREOF

This application claims priority from German Patent
Application No. 10 2014 215 578.9 (DE) filed Aug. 6, 2014
and entitled, “Kompensatormodul fiir eine Sendeemptin-
gereinheit, Funksystem sowie Verfahren zum Betreiben des-
selbigen,” the entire contents of which are hereby incorpo-
rated by reference.

BACKGROUND OF THE INVENTION

The present invention relates to a compensator module
that is configured for connection to a transceiver unit by
means of an antenna cable, e.g. a coaxial cable. The inven-
tion also relates to a radio system comprising a compensator
module and a transceiver unit that can be connected to one
another via an antenna cable. The invention further relates to
a method for operating a radio system comprising a com-
pensator module and a transceiver unit.

Compensator modules that are intended for connection to
a transceiver unit by means of an antenna cable are essen-
tially known from the prior art. A compensator module (also
referred to as an antenna booster in the prior art) amplifies
a transmitter power that is provided at the output of a
transceiver unit. A compensator module has a signal input
for a signal of interest that is configured to receive a
transmitter power provided by a transceiver unit. The trans-
mitter power is provided in a transmitter frequency band,
e.g. in the VHF band. A transmitter power which is provided
at the output of the transceiver unit is typically subjected to
a line loss before it is supplied to an antenna. The line loss
can be compensated for by interconnecting a compensator
module between the transceiver unit and the antenna.

In order to compensate for a line loss, a compensator
module in accordance with the prior art comprises a trans-
mitter amplifier for amplifying the supplied transmitter input
power to produce a transmitter output power, and a signal
output for the signal of interest for delivering the transmitter
output power to an antenna or equivalent load.

A radio system can be formed by a compensator module
and a transceiver unit that can be connected to one another
via an antenna cable. Transceiver units that are known in the
prior art comprise a baseband processor, a tuner, a transmit-
ter amplifier, a receiver amplifier, a TX/RX switch and a
transceiver connection. The baseband processor is con-
nected to the tuner which for its part comprises a connection
to the transmitter amplifier and to the receiver amplifier.
Transmitter amplifiers and receiver amplifiers are connected
in a switchable manner to a shared transmitter module
connection via a transceiver-side TX/RX switch, wherein an
antenna can be connected to the shared transmitter module
connection.

In known methods for operating a compensator module or
radio system, provision is made to supply a transmitter
power in a transmitter frequency band, which transmitter
power is provided at the output of the transceiver unit, into
the compensator module as transmitter input power, and to
deliver a transmitter output power in the transmitter fre-
quency band to an antenna by means of the compensator
module.

The object of the present invention is to make possible an
improved radio system.

SUMMARY OF THE INVENTION

The present invention is directed to a compensator mod-
ule for a transceiver unit, a radio system and a method of
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operating thereof. In accordance with an embodiment, a
compensator module is configured for connection to a
transceiver unit via an antenna cable. The compensator
module comprises a signal input configured for supplying a
provided transmitter power in a first frequency band, which
is provided by the transceiver unit, the transmitter power
being supplied to the compensator module as a transmitter
input power. A transmitter amplifier is configured for ampli-
fying the transmitter input power to provide a transmitter
output power. A signal output is configured for delivering the
transmitter output power in the first frequency band to an
antenna or an equivalent load. The compensator module is
configured to produce a parameter that represents the trans-
mitter output power. The compensator module comprises a
data interface configured to transmit the parameter to the
transceiver unit over the antenna cable.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplified embodiments of the invention will now be
described hereinafter with reference to the drawings. Further
advantages, features and details of the invention will be
apparent from the description hereinafter of the preferred
exemplified embodiments and with reference to the draw-
ings, in which:

FIG. 1 shows a schematic view of an exemplary embodi-
ment of a radio system comprising a transceiver unit and a
compensator module that are connected to one another via
an antenna cable; and

FIG. 2 shows a schematic view of an exemplary embodi-
ment of a method for operating a radio system.

DETAILED DESCRIPTION OF THE
INVENTION

The present invention takes account of the fact that
existing radio systems have previously not been satisfacto-
rily prepared to compensate for the above-described power
losses.

A compensator module in accordance with an embodi-
ment of the present invention is designed to determine a
transmitter output power of the compensator module and to
generate therefrom a parameter that represents the transmit-
ter output power. The parameter can be determined from the
transmitter output power or from a difference between the
transmitter output power and a transmitter power. The
compensator module comprises a data interface that is
configured to transmit the parameter to the transceiver unit
via the antenna cable during operation.

The invention is based on the fact that, on the one hand,
by generating a parameter that represents the transmitter
output power and/or the difference between the transmitter
output power and the transmitter power, and on the other
hand, by transmitting the parameter to the transceiver unit
via the antenna cable, an optimal prerequisite for compen-
sating the line loss over a cable is provided.

With the aid of the parameter, the transmitter power
provided at the output of the transceiver unit can be adapted
such that a desired level of the transmitter output power of
the compensator module results.

The compensator module is thus particularly suited for
use for in vehicular communication systems, such as a
Car-to-Car (C2C), Car-to-Roadside (C2R) or Car-to-Infra-
structure (C2I) communication system that require a maxi-
mum level of the transmitter output power of approximately
33 dBm (2 watts).
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Preferably, the transmitter frequency band is a DSRC
(dedicated short range communication) frequency band in
the range of 5.855 GHz-5.925 GHz, in particular in accor-
dance with ETSI EN 302 571, ETSI EN 302 663 or IEEE
802.11 p.

With the aid of the parameter, which is transmitted to the
transceiver unit from the compensator module via the data
interface, the transceiver unit can calculate the difference
between the transmitter input power and the transmitter
power provided at the output of the transceiver, i.e. the cable
loss.

The transceiver unit can then increase its transmitter
power, which is provided at its output, by the value of the
cable loss, in order thereby to achieve a desired transmitter
output power at the compensator module. If a transmitter
power provided at the output side of the transceiver unit is
e.g. 37 dBm and a line loss is e.g. 7 dB, which is typical in
the case of a 6 m long coaxial cable at a frequency of
approximately 6 GHz, then the transmitter power supplied
via the signal input for the signal of interest into the
compensator module is 30 dBm. If it is assumed that the
amplification factor of the transmitter amplifier is 1 (0 dB),
then a transmitter output power of 30 dBm is also present at
the signal output for the signal of interest. Accordingly, the
compensator module will determine the transmitter output
power of 30 dBm and from this will determine a corre-
sponding parameter that is transmitted to the transceiver
unit. If then a C2C-typical transmitter output power of e.g.
33 dB is desired, then by virtue of the communicated
parameter representing the transmitter output power, the
transceiver unit can thus increase the transmitter power
provided at the output of the transceiver unit by 3 dB in this
example.

It is likewise feasible for the compensator module to be
designed to determine the difference between the transmitter
input power and transmitter power itself. For this purpose,
the compensator module can communicate e.g. a factory-
preset initial parameter via the data interface to the trans-
ceiver unit, whereupon the transceiver unit provides a
defined transmitter power level. By reference to the trans-
mitter output level actually present at the signal output for
the signal of interest, when the amplification factor of the
transmitter amplifier is known, the compensator module can
deduce the transmitter input power supplied at its input.
Using the ascertained transmitter input power and the trans-
mitter power of the transceiver unit, which is adjusted on the
basis of the factory-preset parameter, it is then possible by
subtraction to calculate the power loss via the coaxial cable.

In a preferred variant of the compensator module, the
parameter is transmitted in a data frequency band that is
below the transmitter frequency band for the signal of
interest. A second frequency band is below a first frequency
band if the highest frequency of the second frequency band
is lower than the lowest frequency of the first frequency
band. If e.g. a range of 5.855 GHz-5.925 GHz is used for the
transmitter frequency band, a suitable data frequency band,
e.g. an ISM Band (Industrial, Scientific and Medical Band)
is in the range of 433.05 MHz-434.79 MHz. However, other
ISB bands are also feasible, e.g. ISM-868 MHz. In general,
a data frequency band in the sub-GHz range is preferred. In
order to transmit the parameter to a transceiver unit, the
compensator module advantageously comprises a compen-
sator module-side data module, in particular a UART Trans-
ceiver (Universal Asynchronous Receiver Transmitter). For
example, this UART transceiver can be used not only to
transmit the parameter but also e.g. to update the software of
the compensator module by means of a transceiver unit.
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The compensator module can be configured to measure
the transmitter output power and to establish in particular the
power level of the transmitter output power as a parameter.
Alternatively or in addition, the parameter can represent the
difference between the transmitter input power and trans-
mitter output power. In an advantageous manner, the com-
pensator module can comprise a detector that is connected to
the transmitter amplifier in order to determine the transmitter
output power. The compensator module can comprise a
microcontroller that is connected to the detector and
designed to produce the parameter.

In one advantageous embodiment of the compensator
module, the signal input for the signal of interest and the data
terminal are coupled to a shared compensator module con-
nection, preferably by means of a frequency multiplexer. In
this way, a transmitter power provided by a transceiver unit
at its output and a parameter provided by the compensator
module can be transmitted by one and the same antenna
cable that connects the compensator module to the trans-
ceiver unit.

In a further advantageous embodiment, the compensator
module comprises two TX/RX switches for switching
between a transmitter path and a receiver path. The first
TX/RX switch is preferably connected upstream of the input
of' the transmitter amplifier and downstream of the output of
a receiver amplifier included in the compensator module.
The second TX/RX switch can be connected upstream of the
input of the receiver amplifier and downstream of the output
of the transmitter amplifier.

It has proven to be advantageous if a first attenuator,
which can be controlled by the microcontroller, is intercon-
nected in the transmitter path between the first TX/RX
switch and the transmitter amplifier. Alternatively or in
addition, a second attenuator, which can be controlled by the
microcontroller, can be interconnected in the receiver path
between the first TX/RX switch and the receiver amplifier.
Preferably, the transmitter amplifier has an amplification of
0-30 dB. A respective attenuator can have an attenuation of
0-15 dB.

Preferably, the compensator module comprises a control
input for supplying a control signal that is able to switch the
TX/RX switch(es). In this manner, external activation can be
used for switching between a transmitting operation and a
receiving operation of the compensator module. The second
TX/RX switch can be connected and/or connectable to an
external antenna or to an equivalent load, e.g. a 50 ohm
equivalent load. The second TX/RX switch is switched
between the antenna and equivalent load preferably by
activation by means of the control signal.

In order to minimize possible line losses between the
compensator module and an antenna to be connected, e.g. a
car roof antenna, the compensator module can be integrated
in the housing of a car roof antenna.

Preferably, the control signal is modulated in a control
frequency band that is below the data frequency band. In the
case of a typical data frequency band in the range of 433.05
MHz-434.79 MHz, the control frequency band can be e.g. in
the lower MHz range. An FSK modulation or an OOK
modulation can be used as modulation methods for the
control signal. Accordingly, the compensator module can
comprise an FSK/OOK demodulator that is connected to the
TX/RX switches and configured to demodulate the control
signal from the control frequency band.

The signal input for the signal of interest and the control
input can be coupled to a shared compensator module
connection, preferably by means of a frequency multiplexer.
It has proven to be particularly advantageous to couple the
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signal input for the signal of interest, the control input and
the data terminal to a shared compensator module connec-
tion. Therefore, the supply of a transmitter input power, the
switching between the transmitting operation and receiving
operation and the transmission of the parameter can be
effected over one and the same coaxial cable, preferably
each on carrier frequencies of different frequency bands.

In order to supply current in a simple manner to the
compensator module, it can be advantageous to remotely
supply power to the compensator module, preferably with
direct current (DC), via the shared compensator module
connection.

The compensator module is configured to determine the
transmitter output power and to produce therefrom a param-
eter that represents the transmitter output power and/or the
difference between the transmitter output power and trans-
mitter power, wherein the compensator module comprises a
data interface that is configured to transmit the parameter to
the transceiver unit, the compensator module can comprise
a temperature sensor that is configured to calibrate the
transmitter output power, or the received signal strength
(RSSI), or both, of the compensator module. In this manner,
it is possible to realize a temperature compensation which is
located solely in the compensator module, i.e. a temperature
compensation, and which is independent of the transceiver
unit. It can be advantageous to design the compensator
module such that the temperature sensor is connected to the
microcontroller.

In relation to the radio system, the object is achieved by
an above-described compensator module and a transceiver
unit that can be connected to the compensator module via an
antenna cable, wherein the transceiver unit is designed to
receive a parameter, which represents the output transmitter
output power and/or the difference between the transmitter
output power and the transmitter power, from the compen-
sator module and wherein the transceiver unit is further
designed to control the power level of the transmitter power
provided by the transceiver unit as a function of the trans-
mitted parameter.

In one advantageous embodiment, the transceiver unit
comprises a transceiver-side frequency multiplexer (trans-
mitting frequency multiplexer) that is connected to the
shared transmitter module connection. Preferably, the fre-
quency multiplexer is designed to relay a transmitter power
in a transmitter frequency band from the transceiver-side
transmitter amplifier to the shared transmitter module con-
nection and to relay a receive power, supplied to the shared
transmitter module connection, in a transmitter frequency
band to the transceiver side receiver amplifier.

The parameter which is provided by the compensator
module and is modulated on a data frequency band can
likewise be transmitted by the shared transmitter module
connection to the transceiver unit and is preferably coupled
to the same transceiver-side frequency multiplexer as the
transmitter power/receive power.

It has proven to be advantageous to equip the transceiver
unit with a transceiver-side data transceiver module that is
designed to receive the parameter, which is modulated on a
data frequency band, and to relay same to a microcontroller
included on the transceiver side. Preferably, the transceiver-
side data transceiver module is the communicative counter-
part of the compensator module-side data transceiver mod-
ule.

As an equivalent of the compensator module-side
demodulator, the transceiver unit can comprise a modulator,
preferably an FSK or OOK modulator. The modulator can
modulate a control signal, which is provided by the base-
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band processor and is intended to switch the compensator
module-side TX/RX switch, to a carrier frequency in a
control frequency band. In an advantageous manner, the
modulator is connected to the shared transmitter module
connection via the transceiver-side frequency multiplexer
and therefore the transmitter power, control signal and
parameter are transmitted via one and the same shared
transmitter module connection between the transceiver unit
and compensator module, preferably in each case on carrier
frequencies in different frequency bands.

In a preferred embodiment, the transceiver unit com-
prises, in addition to the shared transmitter module connec-
tion, an additional antenna connection for connecting an
antenna. In this manner, an optimum transmitting/receiving
characteristic can be achieved on a car by virtue of the fact
that a dedicated antenna can be allocated to the transceiver
unit and to the compensator module, wherein the antennas
are preferably spaced apart from one another.

Accordingly, a radio system can comprise a first antenna
allocated to the transceiver unit and a second antenna
allocated to the compensator module. The first antenna can
be connected to the additional antenna connection of the
transceiver unit. The second antenna can be connected to the
signal output for the signal of interest of the compensator
module.

In relation to the method, the object is achieved by a
method comprising the steps of:

supplying a transmitter power, which is provided by the

transceiver unit at its output, in a transmitter frequency
band to the compensator module as a transmitter input
power,

delivering a transmitter output power in the transmitting

frequency band to an antenna or an equivalent load by
means of the compensator module,

determining the transmitter output power by means of the

compensator module and generating therefrom a
parameter by means of the compensator module,
wherein the parameter represents the transmitter output
power and/or the difference between the transmitter
output power and transmitter power,

transmitting the parameter from the compensator module

to the transceiver unit via a data interface of the
compensator module,

controlling the power level of the transmitter power,

which is provided by the transceiver unit at its output
as a function of the transmitted parameter.

The method in accordance with the invention can be
configured by one or a plurality of further steps.

For instance, an initial parameter, which is stored in the
compensator module and corresponds to a predefined trans-
mitter power, e.g. factory-set to be provided by the trans-
ceiver unit, can be transmitted to the transceiver unit. In
order to produce a defined transmitter power, which is
provided by the transceiver unit, the baseband processor of
the transceiver unit can output a defined pilot tone.

The method in accordance with the invention can com-
prise method steps that correspond to the device features
explained in relation to the compensator module/radio sys-
tem—and vice versa. For example, if in relation to the
compensator module it is stated that the module comprises
a data interface that is designed to transmit the parameter to
the transceiver unit, then the following method step is
likewise disclosed:—transmitting the parameter from the
compensator module to the transceiver unit via a data
interface of the compensator module.

A radio system 300 in FIG. 1 comprises a compensator
module 100 that is connected to a transceiver unit 200 via an
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antenna cable 24, which in this case is a coaxial cable. The
antenna cable 24 is connected on the compensator module
100 side to the shared compensator module connection 35,
which in this case is a coaxial connection. On the transceiver
unit 200 side, the antenna cable 24 is connected to the shared
transceiver connection 51 of the transceiver unit 200. The
antenna cable 24, which in this case is a coaxial cable, has
at 6 m long a loss of up 7 dB at a frequency of 6 GHz.

The compensator module 100 comprises a signal input 31
for the signal of interest, which is intended to supply a
provided transmitter power SL provided by the transceiver
unit 200. In this case, the transmitter power SL provided by
the transceiver unit 200 is provided in a transmitter fre-
quency band FB1 that corresponds to the standard ETSI EN
302 571 at a frequency of 5.855 GHz to 5.925 GHz.

The compensator module 100 further comprises a data
interface 33 and a control input 37. In the present case, the
signal input 31 for the signal of interest, the data interface 33
and the control input 37 are coupled to the shared compen-
sator module connection 35 via a shared frequency multi-
plexer 2. Also connected to the multiplexer 2 is a power
supply unit 1, which in this case, supplies the compensator
module 100 with direct current (DC).

The compensator module further comprises a first TX/RX
switch 4, a first attenuator 5, a second attenuator 6, a
microcontroller 7, a demodulator 8, a transmitter amplifier 9,
a receiver amplifier 10, a temperature sensor 11 and a second
TX/RX switch 12. The compensator 100 likewise comprises
a detector 14 that is designed to determine an output power
of the transmitter amplifier 9 and is connected to the
transmitter amplifier 9. The two TX/RX switches 4, 12 are
designed to switch between a transmitter path TP and a
receiver path RP. The first TX/RX switch 4 is connected
upstream of the input of the transmitter amplifier 9 and is
connected downstream of the output of the receiver ampli-
fier 10. The second TX/RX switch 12 is connected upstream
of the input of the receiver amplifier 10 and is connected
downstream of the output of the transmitter amplifier 9. The
first attenuator 5 is interconnected in the transmitter path TP
between the first TX/RX switch 4 and the transmitter ampli-
fier 9. The second attenuator 5 is interconnected between the
first TX/RX switch 4 and the receiver amplifier 10 in the
receive path RP. In this case, the first attenuator 5 and the
second attenuator 6 are designed as digitally controlled
attenuators. The first attenuator 5 is connected to and is
controllable by the microcontroller 7; likewise the second
attenuator 6 is connected to and is controllable by the
microcontroller 7.

The transmitter path TP is thus formed by the chain of the
TX/RX switch 4, first attenuator 5, transmitter amplifier 9
and second TX/RX switch 12. The receiver path RP is
formed by the chain of the second TX/RX switch 12,
receiver amplifier 10, second attenuator 6 and first TX/RX
switch 4. As already mentioned, the wanted signal input 31,
the control input 37 and the data interface 33 are coupled to
the shared frequency multiplexer 2, the function of which
will now be explained in connection with the transceiver-
side frequency multiplexer 23 that is arranged inside the
transceiver unit 200.

However, firstly the transceiver 200 will be described
more precisely. The transceiver unit 200 in FIG. 1 comprises
a baseband processor 15, an RF tuner 16, a microcontroller
17, a transmitter amplifier 18, a receiver amplifier 19, a
TX/RX switch 22, a data module (a sub-GHz transceiver)
20, a modulator 21 and a transceiver-side frequency multi-
plexer 23. The baseband processor 15 is connected to the RF
tuner 16 which, in turn, is connected to the transceiver-side
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TX/RX switch 22 via the transmitter amplifier 18 or receiver
amplifier 19. Likewise, the baseband processor 15 is con-
nected via the microcontroller 17 to the data module 20
which, in turn, is communicatively connected to the trans-
ceiver-side frequency multiplexer 23. In this case, the com-
municative connection between the data module 20 and
multiplexer 23 is a bidirectional connection. Furthermore,
the baseband processor 15 is connected to the modulator 21
which in this case is designed as an FSK modulator and for
its part comprises, in turn, a connection to the transceiver-
side frequency multiplexer 23. Likewise connected to the
transceiver-side frequency multiplexer 23 is a transceiver-
side power supply unit 1' which in this case is designed as
a direct current (DC) supply.

Where required, a transmitter power SL, which is gener-
ated by the transmit amplifier 18, is supplied via the TX/RX
switch 22 to the transceiver-side frequency multiplexer 23.
A control signal of the modulator 21 and a data signal of the
data module 20 and a direct current are likewise supplied to
this frequency multiplexer 23 via the power supply unit 1'.
Therefore, a signal of interest in the form of a transmitter
power, a data signal, a control signal and a current supply are
combined in the transceiver-side frequency multiplexer 23
such that they can be routed out of the transceiver unit 200
via the shared transmit module connection 51 which in this
case is configured as a coaxial connection.

The transmitter power is provided in a transmitter fre-
quency band FB1 which includes the carrier frequency of
the signal of interest of approximately 6 GHz. The data of
the transceiver-side data module 20 is transmitted in a data
frequency band FB2, wherein the data frequency band FB2
is below the transmitter frequency band FB1 and includes a
frequency of 868 MHz. The control signal which, in turn, is
output by the transceiver-side modulator 21 is modulated in
a control frequency band FB3 which in this case includes a
60 MHz carrier frequency, wherein the control frequency
band FB3 is below the data frequency band FB2.

A transmitter power SL in a transmitter frequency band
FB1, a data stream, comprising the parameter K, in a data
frequency band FB2, a control signal modulated in a control
frequency band FB3 and a direct current in the form of a
remote power supply are collectively transmitted via the
antenna cable 24 that connects the compensator module 100
to the transceiver unit 200. On the compensator module 100
side, these four collectively transmitted components are
separated by the compensator module-side frequency mul-
tiplexer 2.

The function of the control signal coupled to the control
input 37 will be explained in greater detail hereinafter. The
control signal passes via the control input 37 as an FSK-
modulated signal into the compensator module 100 and is
intended to be demodulated via the modulator 8 and to
switch the two TX/RX switches 4, 12 such that they switch
through either the transmitter path TP or the receiver path
RP.

The method for operating a radio system for compensat-
ing for a cable loss will be described more precisely here-
inafter.

In a first step, an initial parameter SK, which is stored in
the microcontroller 7 in the factory and which corresponds
to a transmitter power SL, is transferred by the microcon-
troller 7 to the compensator data module (a sub-GHz trans-
ceiver) 3. In the compensator data module 3, the notional
starting parameter SK is modulated to a carrier signal, which
is in the data frequency band FB2, and is transmitted to the
transceiver unit 200. By virtue of this parameter SK, which
is stored in the microcontroller 7 in the factory, a defined
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transmitter power SL, e.g. at a level of 30 dBm, is output by
the transceiver unit 200. The value of the transmitter power
which by virtue of the factory-preset parameter SK is output
by the transceiver unit 200, is stored likewise as such in the
microcontroller 7 of the compensator module 100. In other
words, the microcontroller 7 knows which transmitter power
the transceiver unit 200 sets as a function of the factory-
stored initial parameter SK.

In a next step, the compensator module 100 measures the
transmitter output power ASL across the equivalent load 13
which for this purpose is connected to the output of the
TX/RX switch 12. For this measurement, a constant ampli-
fication factor of the transmitter amplifier 9 is specified.
From the difference between the transmitter output power
measured across the equivalent load 13 and the transmitter
power actually output by the transceiver unit 200, it is
possible to determine a loss across the antenna cable 24 by
subtraction. This subtraction can be performed, on the one
hand, in the compensator module 100 but can also be
performed alternatively or in addition in the transceiver unit
200.

In a next step, the power loss across the antenna cable 24
is now known, the transceiver unit 200 outputs such a high
transmitter power level that this power level, reduced by the
cable loss, corresponds to a transmitter output power level
that is desired on the antenna of the compensator module
100.

In a further step, the compensator module 100 can re-
measure the transmitter output power and from this generate
the parameter K which, in turn, is transmitted to the trans-
ceiver unit 200 with a continuous calibration interval.

A method for operating a radio system will now be
described further with reference to FIG. 2.

In a first step, S1, an initial parameter, which is stored in
the compensator module and which corresponds to a pre-
defined transmitter power to be provided by the transceiver
unit, is transmitted to the transceiver unit.

In a second step S2, the transmitter power, which is
provided by the transceiver unit at its output side and
corresponds to the initial parameter, is supplied to the
compensator module as a transmitter input power.

In a third step S3, a transmitter output power in the
transmitter frequency band is output to an equivalent load by
the compensator module.

In a fourth step S4, the power level of the transmitter
output power is measured by the compensator module and
from this a parameter is produced which represents the
difference between the transmitter output power and the
provided transmitter power (line loss).

In a fifth step S5, the parameter is transmitted from the
compensator module to the transceiver unit.

In a sixth step S6, the power level of the transmitter power
which is provided by the transceiver unit at its output is
controlled as a function of the transmitted parameter.

What is claimed is:

1. A compensator module connectable to a transceiver

unit by an antenna cable, comprising:

a signal input configured for supplying a provided trans-
mitter power in a first frequency band, which is pro-
vided by the transceiver unit, the provided transmitter
power being supplied to the compensator module as a
transmitter input power,

a transmitter amplifier configured for amplifying the
transmitter input power to provide a transmitter output
power,
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a signal output configured for delivering the transmitter
output power in the first frequency band to an antenna
or an equivalent load,

wherein the compensator module is configured to gener-
ate a parameter that represents the transmitter output
power, and

wherein the compensator module comprises a data inter-
face configured to transmit the parameter to the trans-
ceiver unit over the antenna cable.

2. The compensator module as claimed in claim 1,
wherein the parameter is transmitted in a second frequency
band that is below the first frequency band.

3. The compensator module as claimed in claim 1, com-
prising a detector coupled to the transmitter amplifier that is
configured for determining the transmitter output power, and
comprising a microcontroller coupled to the detector that is
configured for generating the parameter.

4. The compensator module as claimed in claim 1,
wherein the signal input and the data interface are coupled
to a shared compensator module connection, by a multi-
plexer.

5. The compensator module as claimed claim 4, wherein
the compensator module is remotely powered via the shared
compensator module connection.

6. The compensator module as claimed in claim 1,
wherein the parameter is determined from a difference
between the transmitter output power and the provided
transmission power.

7. The compensator module as claimed in claim 6,
wherein the provided transmitter power is known from a
preset initial value.

8. The compensator module as claimed in claim 1,
wherein the provided transmitter power is controlled based
on the parameter.

9. The compensator module as claimed in claim 1,
wherein the provided transmitter power is controlled based
on the parameter and wherein the parameter is transmitted to
the transceiver unit with a continuous calibration interval.

10. The compensator module as claimed in claim 1,
comprising two TX/RX switches for switching between a
transmitter path and a receiver path, wherein the first TX/RX
switch is connected upstream of the input of the transmitter
amplifier and is connected downstream of the output of the
receiver amplifier and the second TX/RX switch is con-
nected upstream of the input of the receiver amplifier and is
connected downstream of the output of the transmitter
amplifier.

11. The compensator module as claimed in claim 10,
further comprising one or both of a first attenuator or a
second attenuator, the first attenuator in the transmit path
between the first TX/RX switch and the transmit amplifier
and being controllable by the microcontroller, the second
attenuator in the receiver path between the first TX/RX
switch and the receiver amplifier and being controllable by
the microcontroller.

12. The compensator module as claimed in claim 10,
comprising a control input for supplying a control signal that
is able to switch the two TX/RX switches, wherein the
control signal is modulated in a third frequency band that is
below the second frequency band.

13. The compensator module as claimed in claim 12,
wherein the signal input and the control input are coupled to
a shared compensator module connection by a multiplexer.

14. The compensator module as claimed in claim 1,
wherein the compensator module comprises a temperature
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sensor configured for calibrating one or both of the trans-
mitter output power and the RSSI of the compensator
module.

15. The compensator module as claimed in claim 1,
wherein the compensator module is integrated in the housing
of a car roof antenna.

16. A radio system comprising:

a compensator module comprising:

a signal input configured for supplying a provided
transmitter power in a first frequency band, which is
provided by a transceiver unit, the provided trans-
mitter power being provided to the compensator
module as a transmitter input power,

a transmitter amplifier configured for amplifying the
transmitter input power to provide a transmitter
output power,

a signal output configured for delivering the transmitter
output power in the first frequency band to an
antenna or an equivalent load,

wherein the compensator module is configured to pro-
duce a parameter that represents the transmitter
output power, and

wherein the compensator module comprises a data
interface configured to transmit the parameter to the
transceiver unit over an antenna cable; and

the transceiver unit configured to be connected to the

compensator module via the antenna cable, wherein the
transceiver unit is configured to receive the parameter
from the compensator module, wherein the parameter
represents the transmitter output power, and wherein
the transceiver unit is further configured to control the
provided transmitter power as a function of the param-
eter.
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17. A method of operating a compensator module or a

radio system, comprising the steps of:

supplying a transmitter power in a first frequency band,
the transmitter power being provided by a transceiver
unit to the compensator module as a transmitter input
power,

delivering a transmitter output power in the first fre-
quency band to an antenna or an equivalent load by the
compensator module,

determining the transmitter output power by the compen-
sator module and producing therefrom a parameter,
wherein the parameter represents the transmitter output
power,

transmitting the parameter from the compensator module
to the transceiver unit via a data interface of the
compensator module; and

controlling the provided transmitter power as a function
of the transmitted parameter.

18. The method as claimed in claim 17, wherein the

parameter is transmitted in a second frequency band that is
below the first frequency band.

19. The method as claimed in claim 17, wherein the

parameter is determined from a difference between the
transmitter output power and the provided transmitter
power.

20. The method as claimed in claim 19, wherein the

provided transmitter power is known from a preset initial
value.

21. The method as claimed in claim 17, wherein the

provided transmitter power is delivered to the compensator
module via an antenna cable and where the parameter is
transmitted from the data interface of the compensator
module to the transceiver unit via the antenna.
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